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 Inside   “Secure side”, outside         Outside   Inside

J shaped handle Right Hand (RH)            Striking plates LH

Explanation of LH and RH for Startec DT Lite

The Handing of Startec DT Lite is based on the American method. The term “handing” refers to the direction the door travels when opened. The 
American method is determined by viewing the door from the “secure” side meaning the side from which the door cannot be opened. (Outside) 
The door is then “handed” by determining the side on which the hinges are fixed.

If the door is a “pull-to-open” door, the handing is the same but the word “reverse” is added.

  J shaped handle Left Hand (LH)

C-Shaped Handle

C-Shaped Handle

            J-Shaped Handle

J-Shaped Handle

          Striking plates RH

Features:
• From the outside the door can be opened by normal, privileged,    	
   toggled key cards or by mechanical key during emergencies.
• Automatic battery saving
• Low battery alarm signal
• Stable reading RFID (Radio Frequency Identification) technology
• Fast opening process
• Handles: C-shaped and J-shaped
• Material: Backplates (cover hoods): Zinc Alloy Lever handle
	  aperture parts: Stainless Steel
• Finishes: Stainless Steel Matt, Stainless Steel Polished,
 	  Stainless Steel Brass Matt,
	  Stainless Steel Brass Polished

Technical data:
• Voltage supply: 1.5 V Alkaline battery ( 4 pieces )
• Door thickness: 40-65 mm
• Service life of battery: 20,000 unlocking processes
• Spindle: DND square spindle
• Reading range: 0-40 mm

Components:
• Electronic Front and Rear Module
• Cover plate
• Striking plate
• Please order separately mortise lock, mounting screw and cylinder.

Note: The Startec DT Lite door terminal set is not compatible with the 
Dialock system.

Backplate external module
with processor

Backplate internal module

Startec DT Lite SR                     

Finish Right hand Left hand

Stainless Steel Matt 917.82.260 917.82.250

Stainless Steel Polished 917.82.261 917.82.251

Stainless Steel Brass Matt 917.82.265 917.82.255

Stainless Steel Brass Polished 917.82.268 917.82.258

Finish Right hand Left hand

Stainless Steel Matt 917.82.210 917.82.200

Stainless Steel Polished 917.82.211 917.82.201

Stainless Steel Brass Matt 917.82.215 917.82.205

Stainless Steel Brass Polished 917.82.218 917.82.208

Locking and Security
Electronic Locking System



S
to

ck
 C

at
al

og
ue

 2
01

5,
 7

/2
01

5;
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

Dimensions in mm
Inches are approximate

Prices • Availability • Ordering •   www.hafele.com
Call +632 842 3353 - Manila • +6332 345 3672 - CebuAH 2.56

A
rc

hi
te

ct
ur

al
 H

ar
da

w
re

Cylinder, with 2 fixing screws
Length = 27.5mm                 
Finish: Nickel Plated Matt

Cat. No.

Key Alike No.1 917.81.261

Key Alike No.2 917.81.262

Key Alike No.3 917.81.263

Key Alike No.4 917.81.264

Key Alike No.5 917.81.265

Key Alike No.6 917.81.266

Key Alike No.7 917.81.267

Key Alike No.8 917.81.268

Key Alike No.9 917.81.269

Key Alike No.10 917.81.270

Cylinder, Key Different

Packing: 1 piece without key , order mechanical key separately

Note:	 *Cylinder for key alike system, used same code as Startec 	
	 DT Lite SR V2.
           	 *For hotel application, same components apply as Startec 	
	 DT Lite SR V2.

Cylinder

Length C (mm) Door Thickness (mm) Cat. No.

27.5 38-50 917.81.260

37.5 51-70 917.81.280

Cylinder, Key Alike 
(NP.M)

Mechanical Key Cat. No.

917.81.261 KA30001 917.81.621

917.81.262 KA30002 917.81.622

917.81.263 KA30003 917.81.623

917.81.264 KA30004 917.81.624

917.81.265 KA30005 917.81.625

917.81.266 KA30006 917.81.626

917.81.267 KA30007 917.81.627

917.81.268 KA30008 917.81.628

917.81.269 KA30009 917.81.629

917.81.270 KA30010 917.81.670

• From the outside the door can be opened by normal, privileged
   toggled key cards or by mechanical key during emergencies.
• Automatic battery saving
• Low battery alarm signal
• Stable reading RFID (Radio Frequency Identification) technology
• Fast opening process
• Handle Design: 5 available handle designs
• Material: Front and Back plates (cover hoods): Zinc Alloy
   Lever handle aperture parts: Stainless Steel
• Finishes: Stainless Steel Matt, Stainless Steel Polished, Stainless
   Steel Brass Matt, Stainless Steel Brass Polished

A. Mechanical Keys
B. Front Module
C. Round Cylinder
D. Motorized Mortise lock
E. Fixing screw for
    Mortise lock
F. Battery box
G. Forend
H. Striking plate
I. Deadbolt pocket
J. Fixing screw for
    striking plate
K. Fixing screw for forend
L. Cylinder cover
M. Mounting screw
N. Rear module
O. Spring for spindle DND
P. Spindle DND

• Finishes:
   Stainless steel Matt
   Stainless steel Polished
   Stainless steel Brass Matt
   Stainless steel Brass Polished

Technical Data:
• Voltage supply: 1.5 V Mignon battery ( 4 pieces )
• Door thickness: 40 - 65 mm
• Service life of battery: 20,000 unlocking processes
• Spindle: DND square spindle
• Cylinder: Key different / Key-alike
• Reading range: 0 - 40 mm

Components:
• Electronic front and rear module
• Cover plate
• Striking plate
• Mortise lock, mounting screw and cylinder

Note: DT Lite S2 door terminal is not compatible with Dialock system.

Components

Dimensions of door lock

Startec DT Lite S2                     

Locking and Security
Electronic Locking System



Dimensions in mm
Inches are approximate

Prices • Availability • Ordering •   www.hafele.com
Call +632 842 3353 - Manila • +6332 345 3672 - Cebu

S
to

ck
 C

at
al

og
ue

 2
01

5,
 7

/2
01

5;
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

AH 2.57

A
rchitectural H

ardaw
re

Handle Designs

#1

#2

#3

#4

#5

Cylinder Handle Direc-
tion

Stainless Steel 
Matt

Stainless Steel 
Polished

Stainless Steel 
Brass Matt

Stainless Steel 
Brass Polished

Key Different

#1 Left 917.80.35401 917.80.35410 917.80.35420 917.80.35430

Right 917.80.36401 917.80.36410 917.80.36420 917.80.36430

#2 Left 917.80.35400 917.80.35411 917.80.35421 917.80.35431

Right 917.80.36400 917.80.36411 917.80.36421 917.80.36431

#3 Left 917.80.35402 917.80.35412 917.80.35422 917.80.35432

Right 917.80.36402 917.80.36412 917.80.36422 917.80.36432

#4 Left 917.80.35403 917.80.35413 917.80.35423 917.80.35433

Right 917.80.36403 917.80.36413 917.80.36423 917.80.36433

#5 Left 917.80.35404 917.80.35414 917.80.35424 917.80.35434

Right 917.80.36404 917.80.36414 917.80.36424 917.80.36434

Cylinder Handle Direc-
tion

Stainless Steel 
Matt

Stainless Steel 
Polished

Stainless Steel 
Brass Matt

Stainless Steel 
Brass Polished

Key alike

#1 Left 917.80.35405 917.80.35415 917.80.35425 917.80.35435

Right 917.80.36405 917.80.36415 917.80.36425 917.80.36435

#2 Left 917.80.35406 917.80.35416 917.80.35426 917.80.35436

Right 917.80.36406 917.80.36416 917.80.36426 917.80.36436

#3 Left 917.80.35407 917.80.35417 917.80.35427 917.80.35437

Right 917.80.36407 917.80.36417 917.80.36427 917.80.36437

#4 Left 917.80.35408 917.80.35418 917.80.35428 917.80.35438

Right 917.80.36408 917.80.36418 917.80.36428 917.80.36438

#5 Left 917.80.35409 917.80.35419 917.80.35429 917.80.35439

Right 917.80.36409 917.80.36419 917.80.36429 917.80.36439

Locking and Security
Electronic Locking System
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Electronic Mortise lock

Mounting screws

Inward Opening Model Right hand Left hand

Stainless Steel Matt 917.81.410 917.81.400

Stainless Steel Polished 917.81.411 917.81.401

Stainless Steel Brass 
Matt

917.81.415 917.81.405 

Stainless Steel Brass 
Polished

917.81.418 917.81.408

Outward Opening Model Right hand Left hand

Stainless Steel Matt 917.81.430 917.81.420

Stainless Steel Polished 917.81.431 917.81.421

Stainless Steel Brass 
Matt

917.81.435 917.81.425

Stainless Steel Brass 
Polished

917.81.438 917.81.428

2 Mounting Screws Door Thick-
ness

Stainless Steel 
Matt

Stainless Steel
Polished

Brass Matt Brass 
Polished

M5 x 50 38 – 47 917.80.904 917.80.902 917.80.905 917.80.908

M5 x 60 48 – 57 917.80.924 917.80.922 917.80.925 917.80.928

M5 x 70 58 – 67 917.80.944 917.80.942 917.80.945 917.80.948

M5 x 80 68 – 77 917.80.964 917.80.962 917.80.965 917.80.968

M5 x 90 78 – 87 917.80.984 917.80.982 917.80.985 917.80.908

1.5

Replacement parts

Battery box

Battery

Forend plate

For Startec DT Lite mortise lock

Order reference

Please order 1.5 V AA batteries separately.

Cat. No.

Battery box 917.81.950

Version Cat. No.

Gold Alkaline 1.5V AA 910.54.9800

Matt Polished Brass
plated matt

(PVD)

Brass
plated

polished
(PVD)

917.81.094 917.81.092 917.81.095 917.81.098

Locking and Security
Electronic Locking System
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Flanged striking plate with deadbolt pocket

DND square spindle

Supplied with:
1 Forend plate
1 Deadbolt pocket
2 Fixing screws

Supplied with:
1 DND square spindle
1 Spring

• Material: Flanged striking plate:
	  Stainless steel deadbolt
	  Pocket: Plastic

Mounting Matt Polished Brass
plated matt
(PVD)

Brass
plated
polished
(PVD)

Width 46 mm

DIN right 917.81.114 917.81.112 917.81.115 917.81.118

DIN left 917.81.104 917.81.102 917.81.105 917.81.108

Width 49 mm

DIN right 917.81.134 917.81.132 917.81.135 917.81.138

DIN left 917.81.124 917.81.122 917.81.125 917.81.148

Dim. A
mm

For door thickness
mm

Cat. No.

40 38 – 56 917.81.801

50 57 – 63 917.81.802

60 64 – 77 917.81.803

SW3/SW4 T-handle screwdriver

Maintenance Tool (magnet)

For cylinder cover

Cat. No.

SW3 T-handle screwdriver 917.81.921

SW4 T-handle screwdriver 917.81.920

Cat. No.

Maintenance tool (magnet) 917.81.902

Locking and Security
Electronic Locking System



S
to

ck
 C

at
al

og
ue

 2
01

5,
 7

/2
01

5;
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

Dimensions in mm
Inches are approximate

Prices • Availability • Ordering •   www.hafele.com
Call +632 842 3353 - Manila • +6332 345 3672 - CebuAH 2.60

A
rc

hi
te

ct
ur

al
 H

ar
da

w
re

Features:
• Installation: Directly installed on standard 86 base box
• External Dimension: 86mm x 86mm x 42mm
• Used with mifare card
• LED “red light” when power is off
• Time Delay: 15-30 seconds
• Finishes: White / Grey/ Black
• Current Load: Control output 30A, AC60/50HZ, 110V (or 220V)
• Total Load Power: 6,600 watts
• Power self consumption: ≤ 0.2W
• Operating Life: ≥ 100,000 times if contactor is used under 220V
   and full load.
• Operating Temperature: - 10°C ~ 60°C
• Operating humidity: 10-95% RH under 50°C

Features:
• Reading distance: 40 mm
• Induce time: ≤ 0.05 s
• Support formats: Wiegand interface supports
   formats 34 bits and 66 bits
• Blacklist quantity: 128 items
Technical data:
• Power supply input: 12 V DC, 500 mA
• Weight: 300 g

Energy Saving Device Outer Dimension

Technical Drawing:

Energy Saving Switch MF1

Item Description Cat. No.

Energy Saving Switch MF1 917.61.08201

Material/Finish Cat. No.

Elevator Reader Black (Hotel) 917.80.803

Elevator Reader Black (Stand Alone) 917.80.804

Elevator Reader Grey (Hotel) 917.80.805

Elevator Reader Grey (Stand Alone) 917.80.806

Elevator Card Reader RD - 328 Version 2.2

Locking and Security
Electronic Locking System
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Adapter RS485/RS232

Output Extender, CT-2132A (Always Open)

DT Lite Encoding Station ES-500

Features:
• RS485/RS232 adapter: to set the parameter and data
  upload when connecting to Pc
DT Lite Components (Hotel):
• Components for elevator access control

Area of application:
• Hotel application with elevator access control

Features:
• To control keypads of elevator, the relay boards for elevator
   control are required.
• The quantity of relay boards depends on the quantity of
   controlled floors.

Features:
• Functionality: For encoding key card in combination hotel software
• 2 LED Indicators for operation status
• Area of application: For indoor use
• Version: 	With USB interface for Pc or display connection
• Material: Housing: Plastic
• Color: Housing: Black

Note:
• If the building exceeds 31 floors need to add 1 elevator access
   control if more  than 72 floors for verification of HPI engineers.

Note: 
PM on-going regular article number request to Hafele Engineering.

Order Reference:

Item Description Cat. No.

Adapter RS485/RS232 917.80.891

Controlled Floors Required Output Extender
Controlled Floors (Relay Board)

1 - 7 Floors 1 Output Extender

8 - 15 Floors 2 Output Extender

16 - 23 Floors 3 Output Extender

24 - 31 Floors 4 Output Extender

Item Description Cat. No.

Output Extender CT 2132 A (always open) 917.80.8900

Cat. No.

Encoding Station ES-500 917.80.503

Locking and Security
Electronic Locking System
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Technical data:
• Power supply input: 220 - 240 V AC, 50/60 Hz
• Working temperature: 0°C - 55°C
• Working humidity: 20% - 80%
• Storage temperature: -40°C - 60°C
• Storage humidity: 5% - 90%

Technical data:
• Power supply input: 220 - 240 V AC, 50/60 Hz
• Working temperature: 0°C - 55°C
• Working humidity: 20% - 80%
• Storage temperature: -40°C - 60°C
• Storage humidity: 5% - 90%

Features:
Flash memory for registry and keycard record
• Registry/black list: Max. 22000
• Record: Max. 10,000
• Real-time chip inside for time control
• Wiegand interface for reader unit
• Programmable for time zones, public doors, etc
• Backup battery: supply max. 48 hours with automatic
   exchange by main power down
• RS485/232 communication, to set the parameter and
  data upload when connecting to Pc
• Input signal: Wiegand reader (max. 4 units)
   push button signal for door-open (max. 4 units)
   door contact signal (max. 4 units)
   linkage input (max. 2 units)
• Output control: 
• Lock control (max. 4 units)
• Alarm control (max. 4 units)
• Software programming:
• Normal key Card
• Privilege keycard
• Toggled key card

Features:
• Flash memory for registry and card record:
• Registry/black list: max. 8, 000
• Record: max. 24,000
• Real-time chip inside for time control
• Beep outside
• Input signal: Wiegand reader (max. 2 units)
• Output control:
• Support 4 relay boards; each board can control 8 floors
• Support 2 elevator controller in parallel connection (master/slave)
• RS485/232 communication, to set the parameter and data upload 
when connecting to Pc
• Can define 32 sets of address by DIP switch
• Software programming:
• Guest keys
• Master keys
• Floor keys
• Emergency keys

Access Control AC 5100

Mounting Box Diagram:

Item Description Cat. No.

Access Control AC 5100 (Stand alone) 917.80.811

Item Description Cat. No.

Access Control AC 5100 (Hotel) 917.80.810

Item Description Cat. No.

Elevator Access Control, CT-2132 917.80.820

Elevated Access Control CT 2132

Locking and Security
Electronic Locking System



Dimensions in mm
Inches are approximate

Prices • Availability • Ordering •   www.hafele.com
Call +632 842 3353 - Manila • +6332 345 3672 - Cebu

S
to

ck
 C

at
al

og
ue

 2
01

5,
 7

/2
01

5;
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

AH 2.63

A
rchitectural H

ardaw
re

Box

Mifare Key Card

Hotel Software for DT Lite

For flush mounting

• Area of application: For EC energy control terminal
• Material: 	  Plastic
• Color: 		   White

Cat. No.

Box 917.91.001

Cat. No.

Programming key card 917.80.703

Clearing key card 917.80.704

Normal key card 917.80.720

Privileged key card 917.80.721

Toggled key card 917.80.722

White key card 917.80.737

Engineering toggled key card 917.80.706

Cat. No.

Single user version w/ AU Card 917.80.600

Networking version w/ AU Card 917.80.601

Interface version w/ AU Card (Micros Fedilio 917.80.602

Universal Interface version w/ AU Card 917.80.603

DT Lite Portable Data Station - PDS 100

Features:
PDS is designed as a programming station for Startec
DT Lite
• LCD display
• Buzzer sound indicator
• LED red/green light indicator
• Battery operated
• Data transmission between Pc and PDS
• Door terminal settings with PDS
• Audit trails collection from door terminal with PDS
• Issuing of time card and installation card with PDS
  for old system

Technical data:
• Language: English
• Working voltage: 2.3~3.3V
• Standby current: ≤ 10uA
• Working current: ≤ 100mA
• RFID type: Mifare 1
• Dimensions: 178mm x 85mm x 30mm
• Interfaces: NFC, Infrared

Material / Finish Cat. No.

DT Lite Portable Data Station 917.80.521

Locking and Security
Electronic Locking System


